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DETAILED ACTION 

Amendment, filed 02/07/2008 has been entered. Claims 1-20 remain pending. 

Claim Rejections - 35 USC § 102 

1 . The following is a quotation of the appropriate paragraphs of 35 U.S. C. 102 that form the 
basis for the rejections under this section made in this Office action: 

A person shall be entitled to a patent unless - 

(e) the invention was described in (1) an application for patent, published under section 122(b), by another filed 
in the United States before the invention by the applicant for patent or (2) a patent granted on an application for 
patent by another filed in the United States before the invention by the applicant for patent, except that an 
international application filed under the treaty defined in section 35 1(a) shall have the effects for purposes of this 
subsection of an application filed in the United States only if the international application designated the United 
States and was published under Article 21(2) of such treaty in the English language. 

2. Claims 1-20 are rejected based on broadest interpretation under 35 U.S.C. 102(e) as 
being anticipated by Vangal et al. (US 2004/0125751 Al) hereinafter Vangal. 

3. Regarding to claims 1, 6, 11, Vangal discloses a method of aggregating N (n-aggregated 
engines lOOa-lOOn, refer to Figure 1 and Paragraphs [0027], [0028]) Transport Control Protocol- 
offloaded (TCP-offloaded) adapters (conventionally known as Transport Control Protocol (TCP) 
off-load engines) (Transport Control Protocol (TCP) off-load engines, refer to Abstract) of a first 
communications system (as shown, the engines lOOa-lOOn output the results of the network 
operations performed by an engine via an interface to a bus 1 04 that leads, for example, to a host 
system, i.e. "a first communications system", refer to Figure 1 and Paragraphs [0027], [0028]) to 
augment network data (network off-load engines can ease the burden of handling network 
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operations on host systems For example, while an engine have resources to support 

128-connections, a given host system may be expected to support hundreds to thousands of 
connections at a time, refer to Paragraph [0026]) transaction bandwidth of the first 
communications system by a factor of N , N being an integer, the method comprising (FIG. 1 
illustrates a scheme that aggregates multiple off-load engines lOOa-lOOn. Thus, instead of C- 
connections supported by a single engine, the n-aggregated engines lOOa-lOOn can support 

n.times.C connections In greater detail, engines lOOa-lOOn include an interface to 

receive packets over data lines 106 As shown, the engines lOOa-lOOn output the results 

of the network operations performed by an engine via an interface to a bus 104 that leads, for 
example, to a host system, refer to Figure 1 and Paragraphs [0027], [0028]): 
aggregating the N TCP-offloaded adapters (n-aggregated engines lOOa-lOOn, refer to Figure 1 
and Paragraphs [0027], [0028]) by assigning a common Internet Protocol (IP) address to the N 
TCP-offloaded adapters (Figure 4 and Paragraph [0038]); 

selecting one (allocate an engine for the new connection, refer to Figures 4 and Paragraphs 
[0038], [0039]) of the N aggregated TCP-offloaded adapters (n-aggregated engines lOOa-lOOn, 
refer to Figure 1 and Paragraphs [0027], [0028]) through which a connection between the first 
and a second communications systems ("off-load" engine can perform network protocol 
operations for one or more hosts, i.e. "communications systems", refer to Paragraph [0024]) is to 
originate; 

originating the connection using the selected TCP-offloaded adapter (allocated engine can handle 
the current and future segments in the connection, refer to Figures 4 and Paragraphs [0039]), the 
connection for transacting data over a network (i n greater detail, engines lOOa-lOOn include an 



Application/Control Number: 10/777,715 
Art Unit: 2619 



Page 4 



interface to receive packets over data lines 106 



As shown, the engines lOOa-lOOn output 



the results of the network operations performed by an engine via an interface to a bus 104 that 
leads, for example, to a host system, i.e. "a first communications system", refer to Figure 1 and 
Paragraphs [0027], [0028] ) between the first and the second communications systems ("off-load" 
engine can perform network protocol operations for one or more hosts, i.e. "communications 
systems", refer to Paragraph [0024]); and 

transacting data through a computing device (Figure 1) , the computing device to assemble data 
from the N TCP-offloaded adapters (FIG. 1 illustrates a scheme that aggregates multiple off-load 
engines lOOa-lOOn. Thus, instead of C-conncctions supported by a single engine, the n- 
aggregated engines lOOa-lOOn can support n.times.C connections, refer to Figure 1 and 
Paragraphs [0027], [0028]) to the network and for channeling data associated with the 
connection (in greater detail, engines lOOa-lOOn include an interface to receive packets over data 

lines 106 As shown, the engines lOOa-lOOn output the results of the network operations 

performed by an engine via an interface to a bus 104 that leads, for example, to a host system, 
refer to Figure 1 and Paragraphs [0027], [0028]) from the network to the selected TCP-offloaded 
adapter (FIG. 4 depicts a flow chart of a process for allocating connections to different off-load 
engines. As shown, after receiving 140 a packet, the process determines 142 whether the packet 
is part of a new connection or is part of one already allocated to an engine, refer to Figure 4 and 
Paragraphs [0038], [0039]). 

4. Regarding to claim 2, Vangal discloses selecting one of the N aggregated TCP-offloaded 
adapters (n-aggregated engines lOOa-lOOn, refer to Figure 1 and Paragraphs [0027], [0028]) 
through which a connection between the first and the second communications systems ("off- 
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load" engine can perform network protocol operations for one or more hosts, i.e. 
"communications systems", refer to Paragraph [0024]) is to originate is based on a local port and 
a remote port, the local port and the remote port being the ports through which the data 
transaction is to occur (source and destination ports, refer to Figures 4, 5 and Paragraphs [0038], 
[0046]). 

5. Regarding to claim 3, Vangal discloses selecting one (allocate an engine for the new 
connection, refer to Figures 4 and Paragraphs [0038], [0039]) of the N aggregated TCP- 
offloaded adapters (n-aggregated engines lOOa-lOOn, refer to Figure 1 and Paragraphs [0027], 
[0028]) through which a connection between the first and the second communications systems 
("off-load" engine can perform network protocol operations for one or more hosts, i.e. 
"communications systems", refer to Paragraph [0024]) is to originate includes the step of 
assigning a local port through which the connection is to occur if a local port was not yet 
assigned (source port, refer to Figures 1,4,5 and Paragraphs [0038], [0039], [0046], [0047], 
[0054] to [0056]). 

6. Regarding to claims 4,9,14, Vangal discloses the assigned local port is an ephemeral 
("Ephemeral port - port numbers that are dynamically assigned to a client process by the client's 
TCP/IP instance." http://publib.boulder.ibm.com; 

"Ephemeral ports are temporary ports assigned by a machine's IP stack, and are assigned from a 
designated range of ports for this purpose. When the connection terminates, the ephemeral port 
is available for reuse, although most IP stacks won't reuse that port number until the entire pool 
of ephemeral ports have been used. So, if the client program reconnects, it will be assigned a 
different ephemeral port number for its side of the new connection." http://www.ncftp.com) port 
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(source port (essentially utilizing ephemeral port), refer to Figures 1,4,5 and Paragraphs [0038], 
[0039], [0046], [0047], [0054] to [0056]). 

7. Regarding to claims 5, 10, 15, Vangal discloses the data includes incoming and outgoing 
data, the incoming data being divided into data packets (an input sequencer/buffer 162 that 
parses a received packet's header(s), refer to Figures 5,7 and Paragraphs [0045], [0046], [0059]), 
each packet having associated therewith a local port and a remote port for selecting a TCP- 
offloaded adapter through (Figure 5 and Paragraph [0046]) which to be channeled (in greater 

detail, engines lOOa-lOOn include an interface to receive packets over data lines 106 As 

shown, the engines lOOa-lOOn output the results of the network operations performed by an 
engine via an interface to a bus 104 that leads, for example, to a host system, refer to Figure 1 
and Paragraphs [0027], [0028]). 

8. Regarding to claims 7,12, Vangal discloses a local port and a remote port, the local port 
and the remote port being the ports through which the data transaction is to occur (source and 
destination ports, refer to Figures 4, 5 and Paragraphs [0038], [0046]). 

9. Regarding to claims 8,13, Vangal discloses assigning a local port through which the 
connection is to occur if a local port was not yet assigned (source port, refer to Figures 1,4,5 and 
Paragraphs [0038], [0039], [0046], [0047], [0054] to [0056]). 

10. Regarding to claim 16, Vangal discloses a system for aggregating N (n-aggregated 
engines lOOa-lOOn, refer to Figure 1 and Paragraphs [0027], [0028]) Transport Control Protocol- 
offloaded (TCP-offloaded) adapters (conventionally known as Transport Control Protocol (TCP) 
off-load engines) (Transport Control Protocol (TCP) off-load engines, refer to Abstract) to 
augment network data (network off-load engines can ease the burden of handling network 
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operations on host systems For example, while an engine have resources to support 

128-connections, a given host system may be expected to support hundreds to thousands of 
connections at a time, refer to Paragraph [0026]) transaction bandwidth by a factor of N , N being 
an integer, the system comprising (FIG. 1 illustrates a scheme that aggregates multiple off-load 
engines lOOa-lOOn. Thus, instead of C-connections supported by a single engine, the n- 

aggregated engines lOOa-lOOn can support n.times.C connections In greater detail, 

engines lOOa-lOOn include an interface to receive packets over data lines 106 As shown, 

the engines lOOa-lOOn output the results of the network operations performed by an engine via 
an interface to a bus 104 that leads, for example, to a host system, refer to Figure 1 and 
Paragraphs [0027], [0028]): 

at least one storage device (storage 172, refer to Figure5 and Paragraph [0043]) for storing code 
data; and 

at least one processor (processor 170, refer to Figure5 and Paragraph [0043]) for processing the 
code data to aggregate the N TCP-offloaded adapters (n-aggregated engines lOOa-lOOn, refer to 
Figure 1 and Paragraphs [0027], [0028]) by assigning a common Internet Protocol (IP) address to 
the N TCP-offloaded adapters (Figure 4 and Paragraph [0038]), to select one of the aggregated N 
TCP-offloaded adapters (allocate an engine for the new connection, refer to Figures 4 and 
Paragraphs [0038], [0039]) through which a connection between the system and a remote 
communications system ("off-load" engine can perform network protocol operations for one or 
more hosts, i.e. "communications systems", refer to Paragraph [0024]) is to originate, to 
originate the connection using the selected TCP-offloaded adapter (allocated engine can handle 
the current and future segments in the connection, refer to Figures 4 and Paragraphs [0039]), the 
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connection for transacting data over a network (in greater detail, engines lOOa-lOOn include an 

interface to receive packets over data lines 106 As shown, the engines lOOa-lOOn output 

the results of the network operations performed by an engine via an interface to a bus 104 that 
leads, for example, to a host system, i.e. "a first communications system", refer to Figure 1 and 
Paragraphs [0027], [0028]) between the system and the remote communications systems ("off- 
load" engine can perform network protocol operations for one or more hosts, i.e. 
"communications systems", refer to Paragraph [0024]), and to transact data through a computing 
device (Figure 1) , the computing device to assemble data from the N TCP-offloaded adapters 
(FIG. 1 illustrates a scheme that aggregates multiple off-load engines lOOa-lOOn. Thus, instead 
of C-connections supported by a single engine, the n-aggregated engines lOOa-lOOn can support 
n.times.C connections, refer to Figure 1 and Paragraphs [0027], [0028]) to the network and for 
channeling data associated with the connection (in greater detail, engines lOOa-lOOn include an 

interface to receive packets over data lines 106 As shown, the engines lOOa-lOOn output 

the results of the network operations performed by an engine via an interface to a bus 104 that 
leads, for example, to a host system, refer to Figure 1 and Paragraphs [0027], [0028]) from the 
network to the selected TCP-offloaded adapter (FIG. 4 depicts a flow chart of a process for 
allocating connections to different off-load engines. As shown, after receiving 140 a packet, the 
process determines 142 whether the packet is part of a new connection or is part of one already 
allocated to an engine, refer to Figure 4 and Paragraphs [0038], [0039]) (Figures 4,5 and 
Paragraphs [0038] to [0047]). 

1 1 . Regarding to claim 17, Vangal discloses processing the code data to select one of the 
TCP-offloaded adapter includes processing the code data to use a local port and a remote port to 
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select the TCP-offloaded, the local port and the remote port being the ports through which the 
data transaction is to occur (source and destination ports, refer to Figures 4, 5 and Paragraphs 
[0038] to [0046]). 

12. Regarding to claim 18, Vangal discloses the code data to select one of the TCP- 
offloaded adapter includes processing the code data to assign a local port through which the 
connection is to occur if a local port was not yet assigned (source port, refer to Figures 1,4,5 and 
Paragraphs [0038], [0039], [0046], [0047], [0054] to [0056]). 

13. Regarding to claim 19, Vangal discloses the assigned local port is an ephemeral port 
(source port (essentially utilizing ephemeral port), refer to Figures 1,4,5 and Paragraphs [0038], 
[0039], [0046], [0047], [0054] to [0056]). 

14. Regarding to claim 20, Vangal discloses the data includes incoming and outgoing data, 
the incoming data being divided into data packets (an input sequencer/buffer 162 that parses a 
received packet's header(s), refer to Figures 5, 7 and Paragraphs [0045], [0046], [0059]), each 
packet having associated therewith a local port and a remote port for selecting a TCP-offloaded 
adapter through (Figure 5 and Paragraph [0046]) which to be channeled (in greater detail, 

engines lOOa-lOOn include an interface to receive packets over data lines 106 As shown, 

the engines lOOa-lOOn output the results of the network operations performed by an engine via 
an interface to a bus 104 that leads, for example, to a host system, refer to Figure 1 and 
Paragraphs [0027], [0028]). 
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Response to Arguments 



15. Applicant's arguments filed 02/07/2008 have been fully considered but they are not 
persuasive. On page 1 1 of the Response, Applicant asserts that Vangal fails to disclose 
"transacting data through a computing device, the computing device to assemble data from the N 
TCP- offloaded adapters to the network and for channeling data associated with the connection 
from the network to the selected TCP-offloaded adapter". Examiner respectfully asserts that 
Vangal discloses this limitation. Vangal discloses that transacting data through a computing 
device (Figure 1), the computing device to assemble data from the N TCP-offloaded adapters 
(FIG. 1 illustrates a scheme that aggregates multiple off-load engines lOOa-lOOn. Thus, instead 
of C-connections supported by a single engine, the n-aggregated engines lOOa-lOOn can support 
n.times.C connections, refer to Figure 1 and Paragraphs [0027], [0028]) to the network and for 
channeling data associated with the connection (in greater detail, engines lOOa-lOOn include an 

interface to receive packets over data lines 106 As shown, the engines lOOa-lOOn output 

the results of the network operations performed by an engine via an interface to a bus 104 that 
leads, for example, to a host system, refer to Figure 1 and Paragraphs [0027], [0028]) from the 
network to the selected TCP-offloaded adapter (FIG. 4 depicts a flow chart of a process for 
allocating connections to different off-load engines. As shown, after receiving 140 a packet, the 
process determines 142 whether the packet is part of a new connection or is part of one already 
allocated to an engine, refer to Figure 4 and Paragraphs [0038], [0039]). 
As such, Examiner maintains current rejection of claims 1 - 20. 
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Conclusion 

16. Applicant's amendment necessitated the new ground(s) of rejection presented in this 
Office action. Accordingly, THIS ACTION IS MADE FINAL. See MPEP § 706.07(a). 
Applicant is reminded of the extension of time policy as set forth in 37 CFR 1.136(a). 

A shortened statutory period for reply to this final action is set to expire THREE 
MONTHS from the mailing date of this action. In the event a first reply is filed within TWO 
MONTHS of the mailing date of this final action and the advisory action is not mailed until after 
the end of the THREE-MONTH shortened statutory period, then the shortened statutory period 
will expire on the date the advisory action is mailed, and any extension fee pursuant to 37 
CFR 1 .136(a) will be calculated from the mailing date of the advisory action. In no event, 
however, will the statutory period for reply expire later than SIX MONTHS from the date of this 
final action. 

Any inquiry concerning this communication or earlier communications from the 
examiner should be directed to IGOR V. CHERNYAK whose telephone number is (571) 270- 
1957. The examiner can normally be reached on Monday - Thursday 8:30AM - 5:00PM. 

If attempts to reach the examiner by telephone are unsuccessful, the examiner's 
supervisor, CHIRAG G. SHAH can be reached on (571) 272-3144. The fax phone number for 
the organization where this application or proceeding is assigned is 571-273-8300. 
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Information regarding the status of an application may be obtained from the Patent 
Application Information Retrieval (PAIR) system. Status information for published applications 
may be obtained from either Private PAIR or Public PAIR. Status information for unpublished 
applications is available through Private PAIR only. For more information about the PAIR 
system, see http://pair-direct.uspto.gov. Should you have questions on access to the Private PAIR 
system, contact the Electronic Business Center (EBC) at 866-217-9197 (toll-free). If you would 
like assistance from a USPTO Customer Service Representative or access to the automated 
information system, call 800-786-9199 (IN USA OR CANADA) or 571-272-1000. 



/Igor V. Chernyak/ 

Patent Examiner, Art Unit 2619 

/Chirag G Shah/ 

Supervisory Patent Examiner, Art Unit 2619 



